
Assembly Instructions: 4x2 Bio-Active Stand

Step 1: Unpack and Verify Contents
Carefully unpack the box and find each item. If there is anything missing or if there is 
shipping damage please contact me at bill@dragonstrand.com.
If you ordered a Caster Shelf or any other accessories there will be additional parts.

111525A

2 x Drain

6*Legs 10*Rails 4*Corner Frames 2*Middle Frames

Tools Necessary:
Rubber Mallet to tap frame tight

Drainage Tray

22.5” long 22.25” long

Note: If you ordered the caster 
shelf, 2 of the rails and two of the 
corner frames have predrilled 
holes for screws. These are used to 
mount the caster tray and will be 
placed on the bottom of the frame 
assembly.

Step 1: Assemble Frame 
Assemble frame by pushing pieces together by hand and then tapping tight with a rubber 
mallet. 
If you ordered a Caster Shelf: Place the pieces with mounting holes drilled in the locations 
designated by an asterisk (*). Place the Rail mounting hole towards the Center Frame piece.
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Use Rubber mallet to tap frame tight

Cage Attachment Screws
6* 3/4” Screws



Rubber washer
Paper washer

Locking nut

Step 2: Assemble Drainage Tray
Your Drainage/Substrate Tray comes mostly assembled. You need only install the two included drains. 
1) Remove protective film from PVC surfaces on top and bottom.
2) Unscrew the locking nut and remove the locking nut, paper washer, and rubber washer.
3) Put drain into drain hole
4) Come up from below and install rubber washer, paper washer, and screw the locking nut on tight.

Step 3: Caster Shelf
If you have purchased a caster shelf for your 4x2 Bioactive Stand then assemble your shelf now (next page). If not 
then go straight to step 4.

Step 4: Complete Assembly
To complete the assembly, gently pace the Drainage Tray assembly on top of the frame. Get help from another 
person if needed! There is a rim on the sides and back to hold the cage in place. The front has no ridge.



Assembly Instructions: 4x2 Caster Shelf
Tools Necessary:
Phillips Head Screw Driver

Step 1: Remove Protective Film from top and bottom PVC surfaces

Step 2: Install six casters using four Caster Screws each. Use predrilled pilot holes on the bottom.

Step 1: Unpack and Verify Contents
Carefully unpack the box and find each item. If there is anything missing or if there is shipping damage please 
contact me at bill@dragonstrand.com.

6* Casters 24*Caster ScrewsCaster Platform 6* Mounting Screws

Step 3: Flip the caster shelf onto its wheels, lock the 
casters for stability and place the Stand Frame on 
top.
Step 4: Use Mounting Screws to mount frame to 
the caster shelf. You will need a little pressure to 
get the screw started into the PVC

Step 5: Complete Assembly
To complete the assembly, gently pace the Drain-
age Tray assembly on top of the frame. Get help 
from another person if needed! Remember to lock 
the casters by pressing down on the lock level on 
each caster. 
There is a rim on the sides and back of the drain-
age tray to hold the cage in place. The front has no 
ridge. Lock the casters in place to put the cage on 
top and then screw down the cage as described in 
the next step.



Attach Cage to Drainage Tray.
     In this step, we’ll secure the cage to the drainage tray so the two units function as one solid structure. The 
goal is to anchor the aluminum cage frame directly to the PVC supports beneath it, keeping the cage stable and 
preventing movement during cleaning or maintenance.
     You’ll drill pilot holes through the aluminum frame and into the PVC supports below. The screws will pull the 
frame snug against the tray for a strong, lasting connection.
     Different cages vary slightly in frame width, so double-check that each hole lines up above a PVC support. 
Place holes close enough to reach the support but far enough from the edge to avoid blocking the front service 
door.
     Six screws are provided. Use as many as are appropriate for your needs. At least one in back and one in front is 
suggested.

1) Drill Pilot Hole

Now that the cage is in place on top of the drainage tray, we’ll secure the two together 
so they act as a stable, secure unit. This keeps the cage from shifting when you clean or 
move it.
	 1.	 Position the cage exactly where you want it to sit on the drainage tray. 
Make sure the front service door can open freely.
	 2.	 Along the front and back edges of the cage’s bottom aluminum frame, 
locate where the PVC supports run underneath the aluminum frame. You’ll want 
your screw to pass through the aluminum and into one of these supports for a strong 
connection.
	 3.	 Mark your drill spots near the outside edge of the aluminum frame — 
close enough to line up over the PVC support, but not so close that the screw head 
extends past the frame edge or interferes with the door closing.
	 4.	 Using a 7/64” or 1/8” drill bit, drill straight through the aluminum frame 
and about ½ inch into the PVC below. This single pilot hole allows the screw to grip the 
PVC while passing cleanly through the aluminum. Go slowly and steady pressure. Let the 
drill bit do the work to go through the aluminum.
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2) Attach Cage

Drive a #6 x ¾” screw through each hole. 
IMPORTANT: Use a manual screwdriver as a electric screw driver will not know 
when to stop and will strip the screw hole.
Tighten until the screw is snug, but avoid overtightening. Warning: If you continue 
driving the screw beyond the point where it is snug it will strip the hole and the screw 
will not hold.

Once secured, check that the cage doesn’t rock or shift, and that the front door opens 
smoothly.
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Tools Necessary:
Electric drill
7/64” or 1/8” drill bit
Manual Phillips Head Screw Driver


